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  WARNINGS
  Before installing or connecting the unit, please read the following�

* ALWAyS InSTALL ThE prODuCT ACCOrDIng TO ThE InSTruCTIOnS prOvIDED�

* ThIS prODuCT ShOuLD nOT BE InSTALLED In prOxIMITy TO hIghLy fLAMMABLE MATErIALS�  
Any SurrOunDIng MATErIALS ShOuLD BE rATED uL94–hB, Or hIghEr�

* ThIS prODuCT ShOuLD BE InSTALLED In A LOCATIOn ThAT WILL MInIMIzE ThE pOSSIBILITy Of WATEr 
IngrESS�

* DO nOT CrEATE Any OpEnIngS In ThE prODuCT�

* Any CABLES SuppLIED CAnnOT BE ExTEnDED AnD/Or MODIfIED, unLESS AuThOrIzED By ThE 
MAnufACTurEr Of ThE prODuCT�

* ThE vArIOuS pArTS Of ThE prODuCT MAy hAvE pLASTIC hOuSIngS�  ThESE CAnnOT BE ExpOSED TO Any 
ChEMICAL SuBSTAnCE SuCh AS (BuT nOT LIMITED TO) OILS, grEASES, SOLvEnTS, ruST InhIBITOrS, ETC�  
fOr ExAMpLE, WD-40® AnD LOCTITE® ArE nOT COnSIDErED COMpATIBLE�

Warnings

Compatibility requirements

in.xtend module:
Model: 0608-521013  In�Tr-Kx-pK
Model: 0608-521014  In�Tr-Kx-Ky

Compatible spa packs:
in�xm, in�xm2, in�xe, in�ye, in�yt and in�yj with appropriate software revisions�

Compatible keypads:
K-5, K-8, K-52, K-45, K-56, K-72, K-73, K-85, In�K100, In�K3xx, In�K4xx and In�K6xx (Static)�

Don't let cable length limit you — install your keypad away from your spa pack with the in�xtend system� 
The in�xtend-pk (in�tr-kx-pk) connects to the spa pack, the in�xtend-ky (in�tr-kx-ky) connects to the keypad,  
and the two in�xtend modules communicate with each other through an Ethernet cable�

Aeware®, gecko®, and their respective logos are registered Trademarks of gecko Alliance group� in�touch™, in�xm2™, 
in�xm™ in�xe™, in�yt™, in�ye™, in�yj and in�therm™, and their respective logos are Trademarks of gecko Alliance group�
 
All other product or company names that may be mentioned in this publication are tradenames, trademarks or 
registered trademarks of their respective owners�
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Model: 0608-521014
In�Tr-Kx-Ky

Model: 0608-521013
In�Tr-Kx-pK

Overview

OEM installation

The in�xtend-pk must be installed under the skirt�  
This unit is connected to the spa pack�

The in�xtend-ky must be installed near the keypad�  
This unit is connected to the keypad�

We recommend that you install the units with #8 pan 
head screws�

LD

fastening 
bracket

"C" enclosure keyings

To spa pack

fastening 
bracket
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Spa pack and in.xtend-pk connection

The in�xtend-pk is connected to the spa pack through the orange “C” connector�

Keypad and in.xtend-ky connection

The keypad is connected to the in�xtend-ky through the orange “C” enclosure keying of the in�xtend-ky�

Compatible spa pack

in�tr-kx-ky

in�tr-kx-py

Connections

Turn off the power before connecting the in�xtend-pk to the spa pack, the in�xtend-ky to the in�xtend-pk (with an 
Ethernet cable) and the keypad to the in�xtend-ky�
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in.xtend-pk and in.xtend-ky connection

The connection between the in�xtend-pk and  
the in�xtend-ky is done through a CAT5E cable  
(not provided)�

The terminal block to connect the CAT5E cable  
is located in the front panel area�

Open the front panels of both in�xtend boxes�
Insert a CAT5E cable in the strain relief of each  
in�xtend box�

Bare 1 ½’’ (~40 mm) on both extremities of the CAT5E 
and ½’’ (~15 mm) on each inside wire�

Connect each wire as in the diagram�

The connections are identical on both in�xtend-pk  
and in�xtend-ky�

use a small screwdriver to push on the spring button�
Keep pushing on the spring button while inserting  
the wire�

Make sure every wire is well inserted in terminal block 
p4� Lock the strain relief�

Leave the front open until the first power-up is complete 
to make sure the whole system is fully functional�

Terminal block
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Keypad configuration selection

As each keypad has its own output configuration 
(number of outputs which can be controlled, excluding 
light), the in�xtend-pk has a jumper to select the right 
configuration� This is based on the individual options 
of the keypad (1 Op, 2 Op, etc)� The correct output 
configuration can be found in the keypad model name, 
such as in�k450-���3OP-��� � The jumper connector is 
located in the front (see image)�

Select the correct configuration according to the following table:

Outputs K-5 K-8, K-45, K-52, K-56, 
K-72, K-73, K-85

in.k100 in.k3XX in.k4XX in.k6XX

1 Op pos 4 pos 2 pos 8

2 Op pos 5 pos 1 pos 9

3 Op pos 1 pos 1 pos 1 pos 10 pos 2

4 Op pos 2 pos 2

5 Op pos 3 pos 2 pos 1

Keypad Maximum distance (24AWG)

K-5 300' (~90 m)

K-8, K-45, K-52, K-56, K-72, K-73, K-85        300' (~90 m)

in�k100 300' (~90 m)

in�k3xx 70' (~20 m)

in�k4xx 300' (~90 m)

in�k6xx 200' (~60 m)

Maximum distance

The maximum distance depends on the keypad�  See below for the maximum distance possible for each keypad, 
when used with a CAT5E cable (24AWg):

Jumper connector
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Troubleshooting

LED

The in�xtend-ky has one red LED� This LED is lit if the 12 v 
signal (White/Brown wire) is not properly connected� 
If the LED is lit nothing will work� Turn off the power, 
make sure all wires are properly connected and turn on 
the power again�

Inversion in wire connection

If there is an inversion between the wires, nothing will 
work at the power-up, and the keypad won’t display any 
information� In this case, turn off the power, make sure 
all wires are properly connected and turn on the power 
again�

Wrong configuration selection

If after ensuring that all wires are connected the keypad 
still doesn’t display the correct information the wrong 
jumper configuration may be selected� In this case, 
turn off the power, select the right keypad configuration, 
and turn on the power again�

If you don’t remember the right configuration, 
try each one and test every key on your keypad for 
each configuration� There is only one configuration that 
makes your keypad fully functional� remember to turn 
off the power before selecting another configuration�

please note that the last three positions (positions 8 to 
10) are used only for an in�k4xx keypad�

LED



in.xtend™
keypad extension system

Increases range
Easy to install
Compact

TechBook

Gecko Alliance
450 des Canetons, Quebec City (Qc), G2E 5W6 Canada, 1.800.78.GECKO

9225 Stellar Court, Corona, CA 92883 USA, 951.667.2000

www.geckoalliance.com Printed in Canada

9919-101230
Rev. 03-2014

© Groupe Gecko Alliance Inc., 2014
All trademarks or registered trademarks 
are the property of their respective owners.


	Cover_9919-101230.pdf
	Sans titre




